WT EMERALD + SERIES

300W - 340W

Poly Crystalline Solar PV Modules.
wiTH BIS CERTIFICATE

TOP PERFORMER

@ 1500 V System Voltage

loads of up to 5400Pa

10-year product warranty
25-year performance warranty

Fire test resistance

Positive current sorting

Salt mist corrosion resistance
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Qualification & Certificates

IEC 61215, [EC 61730 -18&2, IEC 61701, IS 14286,
IS 61730- 162, IS0 9001,14001.

25 Year Liner Warranty
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ABOUT WOLT SOLAR

The Wolt techniques is leading solar panel manufacturers since
2014 over 500+ customers in domestic, international and PAN India.

Wolt Solar brand bhecome synonymous with high performing, top
quality photovoltaic panels that are ideal use in large sector power
plants, commercial / Industrial and residential installations.

() 9898668404 | 9904959777 | 9904238777

(=) sales@woltsolarproducts.com | mktg@woltgroups.com

(®) Office Address - K-201 & 202, Vishala Landmark,
Nr. Marigold Restaurant, Odhav Ring Road, Odhav.

Certified to withstand increased
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Higher Efficiency

20W+ higher rated power maore than common module

Features

Higher Generation
3% higher power generation on the same installation

Lower Cost
BOS cost can be reduced by 0.5-1.0 Rs/Walt

Wider Technical Compatibility
WT can be combined with maost existing
manufacturing process and technologies
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Better Reliability and Stability

No bus-bar on the cell, effectively avoid the micro
crack caused by the pressure between cell edge
and ribbon
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| WTEMERALD + Series [

u View A
TCI 5X0.30thk (TYP) /99%/ TCI5X0.30thk (TYP) |, oo
Electrical Parameters at standard test condition(STC) Sels s L
Module Type WT 72Pxxx(xxx=Pmax) M "8
o
EMERALD+ Series /A 04 N
Maximum Power Pmax (Wp) 300 310 320 325 330 B85 340
Maximum Voltage Vmpp (V) 37.94 38.52 39.16 38.73 38.41 38.73 38.8 S
Maximum Current Impp (A) 7.92 8.06 8.18 8.39 8.59 8.64 8.76 I 5
Open-Circuit Voltage Voc (V) 4456 45.07 45.72 45.72 45.79 45.79 45.79 i
Short-Circuit Current Isc (A) 8.42 8.52 8.62 8.77 9.01 9.14 9.28
Module Efficiency (%) 15.34 15.85 16.36 16.62 16.87 17.13 17.38
STC: 1000W/M? Irridiance,25°C Module Temperature, AM 1.5g Spectrum according to EN 60904-3.
Average Relative Efficiency Reduction of 3.0% at 200W/M? According to EN 60904-1.
Electrical Parameter at Nominal Operating Cell Temprature (NOCT)
Maximum Power Pmax (Wp) 217.39 224.63 231.88 2355 239.13 242.75 246.37 g
Maximum Voltage Vmpp (V) 3297 33.49 33.91 33.67 334 33.67 33%3 E
Maximum Current Impp (A) 6.88 6.77 6.84 7.05 7.21 7.26 7.36 -
Open-Circuit Voltage Voc (V) 41.25 41.73 4212 4233 4239 42.39 424
Short-Circuit Current Isc (A) 7.13 7.22 7.28 743 7.63 7.74 14.72
NOCT: Open-circuit Module Operation Temperature at 800W/M? Irradiance, 20°C ambient Temperature, Tm/s wind Speed.
THERMAL CHARACTERISTICS
Nominal Operating Cell Temprature NOCT °C 46+/-2
Temperature Coefficient of Pmax Y %/°C -0.3947
Temperature Coefficient of Voc B %/°C -0.2823 "'2 o
Temperature Coefficient of Isc a %/°C 0.0184 E%
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OPERATING CONDITIONS L = i
Maximum System Voltage 1500Vdc gl FRONT VIEW lLOo W
Maximum Series Fuse Rating 200A
Limiting Reverse Current Rating 30.0A
Operating Temperature Range (°C) - 40°C t0 85 °C I-V Curve(for different Irradiances)
Maximum Static Load, Front 5400 Pa — 1000 W/m?
Maximum Static Load, Back (e.g., Wind) 2400Pa z 00 Wi
Max. Hailstone Impact (Diameter/Velocity) 25mm /23 m/s E
E — 400 W/m?
2
o
—— 200 W/m?
MECHANICAL DATA VOLTAGE (V) 100 Wim®
Cell Type Poly crystalline
Celhich it AL PACKAGING SPECIFICATIONS
Dimensions 1975mm /990mm /35 mm .
Weight 21.5Kg Number of Modules Per Pallet os
Superstrate(Glass) 3.2 mm -High Transmission Low-Iron Tempered Glass (AR Coated) Pallet Dimensions (I/W/H) 1975mm/990mm/35mm
Frame Material Silver Anodized Aluminum Frame With Twin Wall Profile (Black Optional)** Weight Per Pallet 600Kg

Cell Encapsulant
Back Sheet
Junction Box
Cable
Connectors
By-Pass Diodes

'vSlo LTsolar

EVA(Ethylene Vinyl Acetate) - FC/UFC

Composit Film -White (Black and Transparent Optional )**
IP 67 rated

1200mm/ 4mm?

2 Nos. Black MC4 Compatible Connectors

3 Pcs

NOTE :

(1) ALL DIMENSIONS ARE IN mm.

(2) WRITE ALL DRAWING AS BELOW THIS DRAWING IS THE PROPERTY OF WOLT
TECHNIQUES AND MUST NOT BE COPIED.

REPRODUCED OR DISCLOSE TO ANY THIRD PARTY WITHOUT ANY WRITTEN
CONSTANT OF THE COMPANY.
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